Ceramic Bandpass Filter

50Q

ZBA-34C-1210BW520C

m Electrical Specifications

m] Features
» ROHS Compliant

« High power rating
« High rejection

Parameter Frequency (MHz) Min. Typ. Max. Unit
Center frequency 1210 - 1210 - MHz
Bandwidth 520 950 - 1470 MHz
Insertion Loss - 1.2 2.0 dB
Ripple 950 ~ 1470 - 0.7 1.0 dB
Return Loss 10.0 12.0 - dB
803 20.0 25.0 - dB
1620 5.0 10.0 - dB
Attenuation - - - - -
@ Maximum Ratings
Input Power Handling 3Watt max.
Operating Temperature -30°C to 70°C
Storage Temperature -40°C to 95°C
« Permanent damage may occur if any of these limits are exceeded.
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Ceramic Bandpass Filter 50Q ZBA-34C-1210BW520C

@ Typical Performance Data at 25°C
« Insertion Loss, Ripple, Return Loss, Attenuation

19 fipr 2888 17183121 19 fpr 26888 17:83:66
EHD s11 LOG 5 dB~/ REF @ dBE 1:-22.891 dBE 1 213.088 @88 MHz CHI 511 LOG 5 dBA REF @ dE 1: 8.80688 dE B.008 @03 MHz
CHZ S21 LOG 18 dB- REF 8 dB 1:-.45444 dB CHZ 521 LOG 18 dB- REF 8 dB 1t 6.4868 dB
[+ MTC. IHC. * MTC. IHC.
CH1 Markers CH1 Markers
AREF=1
2:-18.815 dB 2: 4,8752 dB
950,888 MHz -260.000 MHz
Ca . Ca .
3-13.363 dB 3 9.5273 dB
1.47800 GHz 260,800 MHz
41-.34658 dB 48 22.544 dB
203,008 MHz -4@7.888 MHz
S5:-.7E690 dB 5= 22.184 dB
1.62888 GHz 418,808 MHz
Hld Hld
CHZ Markers CHZ Markers
Ca 2:-.994E8 dB Ca 2:-,54818 dB
958.688 MHz —268.888 MHz
72878 dB 27428 dB
1.476888 GHz 2668.888 MHz
4:-29,7A8 dE 4:=29.253 dB
83,0 MHzZ -4@7.088 MHz
5i-11.5@85 dB S5i-11.858 dB
1.626888 GHz 418.888 MHz
Hld Hld
CENTER 1 218.806 @08 MHz SPAM 1 S80.606 808 MHz CENTER 1 210.980 0@@ MHz SPAN 1 S80.080 680 MHz
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