Ceramic Bandpass Filter 50Q ZBA-34C-1849HN21.6B

= Features
» ROHS Compliant
« High power rating

« High rejection

m Electrical Specifications

Parameter Frequency (MHz) Min. Typ. Max. Unit

Center frequency 1849.6 - 1849.6 - MHz

Bandwidth 21.6 1838.8 - 1860.4 MHz
Insertion Loss - 2.7 3.0 dB
Ripple 1838.8 ~ 1860.4 - 0.4 0.5 dB
Return Loss 15.0 17.0 - dB
1926.8 45.0 50.0 - dB

Attenuation - - - - -

@ Maximum Ratings

Input Power Handling 3Watt max.
Operating Temperature -30°C to 70°C
Storage Temperature -40°C to 95°C

« Permanent damage may occur if any of these limits are exceeded.

@ Dimension @ PCB Layout
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Ceramic Bandpass Filter 50Q ZBA-34C-1849HN21.6B

@ Typical Performance Data at 25°C
« Insertion Loss, Ripple, Return Loss, Attenuation

511 LOG 5 dB/REF 8 dBE 1i-32.254 dB 1 849,668 88@ MHz CHI s11 LOG 5 dB/REF B8 dB 1: B.80868 dB 80608 6868 MHz
CH2 s21 LOG 18 4dBSREF 8 dB 11-2,2321 dB CH2 sz21 LOG 18 4B~ REF 8 dB 1! 8.8808 4B
* ¥
1 CH1 Markers CH1 Harkers
aREF=1
2:-22,645 dB 2! 9.6892 dB
4 1.83888 GHz -1@.2080 MHz
ke 1..8496 GH=z 3-25.642 dB = 3 E.6120 dE
1.866848 GHz 18.2888 MHz
4:-, 22360 dB 4 22,831 dB
1.92688 GHz vr.2888 MHz
Hld Hld
CH2 Markers CHZ Markers
Ca 2:-2,5285 dB Ca 2:-.29638 dBE
+ 1.83888 GHz -1@.28080 MHz
3-2.4169 dB 3-.18478 dBE
1.86648 BH=z 168.83888 MHz
41-54,558 dB 41-52,318 dB
1.92688 GH= Fr.2H88 MHz
Hld Hld
CFHTFR 1 R49.RRAR ARA MH> SPAN ZAA.ARR ARR MH> FFHNTFR 1 R49.FAA ARR MH= EPAN PAAAGA AAA MH>
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