Ceramic Bandpass Filter 50Q ZBA-34C-1960EQ60F

= Features

» ROHS Compliant
« High power rating
« High rejection

m Electrical Specifications

Parameter Frequency (MHz) Min. Typ. Max. Unit

Center frequency 1960 - 1960 - MHz

Bandwidth 60 1930 - 1990 MHz
Insertion Loss - 45 5.0 dB
Ripple 1930 ~ 1990 - 2 2.5 dB
Return Loss - 5.0 10.0 dB

Attenuation - - - - -

@ Maximum Ratings

Input Power Handling 3Watt max.
Operating Temperature -30°C to 70°C
Storage Temperature -40°C to 95°C

« Permanent damage may occur if any of these limits are exceeded.

@ Dimension @ PCB Layout
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Ceramic Bandpass Filter 50Q ZBA-34C-1960EQ60F

@ Typical Performance Data at 25°C

« Insertion Loss, Ripple, Return Loss, Attenuation * Insertion Loss 1dB Scale
2 Dec 28AS  14:31:29 2 Oec 2889 141321417
S11 LOG S dBAREF @ dE 1:-4,4566 dB 1 960.000 G890 MHz CHZ sz1 LoG 1 dBSREF @ dE 1:-4,1929 dE 1 960,660 530 MHz
CH2 S21 LOG 18 dB/REF 8 dB 1:-4.2828 dB
* *
CH1 Markers CHZ Harkiers
2:-20.209 dB
1.92600 GHz 2-1.9348 dB
B : 11,896 GH= 1.33098 Bz
-22.654 dB
1.99000 GHz 2-1.7320 dB
1.99080 GHz
41-12.967 dB
1.92600 GHz
41-2.2722 dB
1.9280H GH=z
Hld

CHZ Markers

Ca 2:-1,9599 dB Ca
1.93688 BHz

H-1.7298 dB
1.99888 BHz

4:-2,23658 dB
1.92800 BHz

CEMTER 1 96£0.086 066 MHz SPAM 266.060 606 MHz CENTER 1 966.060 666 MHz SPAM 150.600 @60 MHz
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