Ceramic Bandpass Filter

50Q

ZBA-34C-2465BW380C

m Electrical Specifications

= Features
» ROHS Compliant
« High power rating

« High rejection

Parameter Frequency (MHz) Min. Typ. Max. Unit
Center frequency 2465 - 2465 - MHz
Bandwidth 380 2275 - 2655 MHz
Insertion Loss - 1.2 3.0 dB
Ripple 2275 ~ 2655 - 0.5 1.0 dB
Return Loss 15.0 16.0 - dB
1700 40.0 60.0 - dB
2185 5.0 8.0 - dB
Attenuation 4930 30.0 45.0 - dB
@ Maximum Ratings
Input Power Handling 3Watt max.
Operating Temperature -30°C to 70°C
Storage Temperature -40°C to 95°C
« Permanent damage may occur if any of these limits are exceeded.
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Ceramic Bandpass Filter 50Q ZBA-34C-2465BW380C

@ Typical Performance Data at 25°C
« Insertion Loss, Ripple, Return Loss, Attenuation

22 Feb 2812 11148141 22 Feb 2812 11:5@8:157
£11 LOG 5 dBs REF @ dE 1:-21.553 dBE 2 465,000 828 MHz CHED s11 LOG 5 dB# REF @ dB 1:-21.547 dBE 2 4E5.080 2@ MHz
CHZ S21 LOG 18 dB/ REF @ dB 1:-.57958 dB CHZ 521 LOG 18 dB- REF B dB 1:-.58384 dB
* *
1 CH1 Markers 1 CH1 Markers
2:-24.5428 dB 2:-25.999 dBE
2.275808 GHz 2.273508 GHz
Ca = Ca -
3:-27.409 dB F-28.820 dBE
265500 GHz 2.65500 GHz
4:-.69998 dB 4:-.36158 dB
213588 GHz 1.780686 GHz
S:-.17040 dE
4,93000 GHz
Hld H1d
CHZ Markers CHZ Markers
Ca 2:-,93898 dB Ca 2:-.93310 dB
2.27588 GHz 2.27588 GHz
3-.57168 dB F#-.55830 dB
2.65588 GHzx 2.65588 GHz
qi-12,228 dB 4:-71.030 dE
218500 6Hz 1.78008 GHz
5:i-51.865 dB
4.93888 GHz
Hld H1d
CENTER 2 465.008 @08 MHz SPAN 1 S06.008 088 MHz START 1 E00.008 @88 MHz STOF S 060.000 088 MHz
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