ZBA-34C-836BW25B

Ceramic Bandpass Filter 50Q

= Features

» ROHS Compliant
« High power rating
« High rejection

= Electrical Specifications

Parameter Frequency (MHz) Min. Typ. Max. Unit
Center frequency 836.5 - 836.5 - MHz
Bandwidth 25 824 - 849 MHz
Insertion Loss - 1.9 3.0 dB
Ripple 824 ~ 849 - 0.2 0.5 dB
Return Loss 15.0 17.0 - dB
780 30.0 35.0 - dB
991 55.0 65.0 - dB
Attenuation - - - - -
@ Maximum Ratings
Input Power Handling 3Watt max.
Operating Temperature -30°C to 70°C
Storage Temperature -40°C to 95°C
» Permanent damage may occur if any of these limits are exceeded.
@ Dimension = PCB Layout
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Ceramic Bandpass Filter 50Q ZBA-34C-836BW25B

@ Typical Performance Data at 25°C

« Insertion Loss, Ripple, Return Loss, Attenuation

CHI s1i LoG S dE/REF @ dB 1:-27.420 dB B3E6.500 000 MHz CHD s11 LoG 5 dB/REF 8 dBE L 0.6088de 8008 BEa MHz

CHZ sz1 LG 108 4B/REF @ de 1:-1.6680 4B CHZ s21 LoG 19 dE-REF 8 4B 1 56008 48

* *
CH1 Markers CH1 Markers

wREF=1
fal 2-22.994 dB 2t 4.4863 dB
Y 224,000 MHz =12.5888 MHz

L BEE . 5 MHZ F-27.020 dB ca 3:.45970 dB
849,868 MHz 12.5888 MHZ
#-.26390 dB 4 27.216 dB
788,880 MHz -S5E.5888 MHz
5:.81636 dB 5 27.49E6 dB
991,008 MHz 154,588 MHz

H1d H1d
CHZ Markers CHZ Markers

ca Z-1.8875 dB ca 2:-,21956 dB
824,008 MHz -12,5888 MHz
-1,8900 dB 3-,22200 dB
849,008 MHz 12,5888 MHz
4#-36.755 db 4i-37.887 dB
78B.868 MHz -56.5808 MHz
Si-67.573 dB 5i-65.9684 dB
991.8@88 MHz 154.588 MHZ

H1d H1d
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