Ceramic Bandpass Filter 50Q

ZBA-45C-1140BWST

m Electrical Specifications

= Features
» ROHS Compliant
« High power rating

« High rejection

Parameter Frequency (MHz) Min. Typ. Max. Unit
Center frequency 1140 - 1140 - MHz
Bandwidth Single Tone - - - MHz
Insertion Loss - 3.7 4.0 dB
Ripple 1140 - - - dB
Return Loss 15.0 17.0 - dB
1060 70.0 75.0 - dB
1100 50.0 53.0 - dB
Attenuation 1180 45.0 46.0 - dB
1220 60.0 70.0 - dB
1260 70.0 75.0 - dB
@ Maximum Ratings
Input Power Handling 3Watt max.
Operating Temperature -30°C to 70°C
Storage Temperature -40°C to 95°C
« Permanent damage may occur if any of these limits are exceeded.
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Ceramic Bandpass Filter 50Q ZBA-45C-1140BWST

@ Typical Performance Data at 25°C

« Insertion Loss, Ripple, Return Loss, Attenuation « Attenuation
1 Active ChyiTrace 2 Response 3 Stimulus 4 Mkrfanalysis 5 Instr State 1 Active Ch/Trace 2 Response 3 Stimulus 4 Mkr/Analysis S Instr State
P 511 Log Mag &.000dB/ Ref 0.000dB [F2)
Trz 521 Log Mag 10.00d8/ Ref 0.000dE [F2] 1.140000000 GHz —
5.000 PIEE 521 Log Mag 10.00dE/ Ref 0.000dE [RT]
10.00 4 Marker 1
=1 1.1400000 GHz -3,5299 dB
0.000 Y A Print 2 3.0000000 GHz -51.08% dE
g 3 2.4000000 GHz -3,5673 cB
0.000 L |4 Markerz
“E-000 L1 1.1400000 GHz -40.317 d Abort Printing 4
2 1.1000000 GHz -0.4842 dB -10.00
3 1ilsonooo ghz -0:377s d 4 Marker3
- 4 1.,0600000 GHz -0.2127 dE
1000 15 172500000 Grz -0.i456 de Printsr Sstup...
& 1.2600000 GHz -D.1085 dB -20.00 Marker 4
1 1.1400000 GHz -2.5044 dE
-15.00 |3 1.1000000 GHz -54.279 dB Irreert Imnage:
3 1.1800000 SHz -50.275 dB ON -30.00 B
1 1.0600000 Gz -78.554 B More Markers |
5 1.2200000 gHz -77.201 dB
"800 g 12600000 GHz - Dﬂmp an.00
580 mage: Reef Marker
_25.00 Multiport Test Setl _co.00
Setup Clear Marker |
Menu
-30.00
Misc Set -g0.00
=gt | Marker -
Ref Marker
-35.00 Backlight -F0.00
= Ref Marker Mode
-40.00 Firmware -g0.00
Rewision Return
-45.00 2 -g0.00 2
1 Center 1.14 GHz IFEI 70 kHz = == 1 Start 300 kHz IFEW 70 kHz Stop & GHz

Span 300 MH
ExtRef | R

e Group Delay

1 Active ChiTrace Z Response 3 Stimulus ¢ Merfanalysis 5 Instr State

1.140000000 GHz

PGB 521 Delay 500.0ns/ Ref 0.000s [Fz]
2.5000
2,000
MLl 11400000 GHz 40,216 ns ity @
15000 Marker 3
2
1.0004 IMarker 4
500.0n
] Mare Markers |
0,000 ¥
Ref Marker
-500.0n
Clear Marker |
Menu
-1.000u
Marker -
Ref Marker
-1.5004
Ref Marker Mode
-2.000u (G
Return
- s
1 Center 1,14 GHz IFEW 70 kHz Span 200 MHz

For product information and a complete list of distributors, please go to our website www.zenix08.com

Z.enix

address : (Heungdeok IT Valley Tower-2111) 13, Heungdeok 1-ro, Giheung-gu, Yongin-si, Gyeonggi-do, Republic of Korea 16954
RF& MICROWAVE TOTAL SOLUTION Tel : +82-31-8025-7100 Fax : +82-31-8025-7200



	규격서

