Ceramic Bandpass Filter 50Q

ZBA-45C-1320BW80B

= Features

» ROHS Compliant
« High power rating
« High rejection

m Electrical Specifications

Parameter Frequency (MHz) Min. Typ. Max. Unit
Center frequency 1320 - 1320 - MHz
Bandwidth 80 1280 - 1360 MHz
Insertion Loss - 13 2.0 dB
Ripple 1280 ~ 1360 - 0.3 0.5 dB
Return Loss 15.0 17.0 - dB
2560 ~ 2720 55.0 60.0 - dB
Attenuation - - - - -
@ Maximum Ratings
Input Power Handling 3Watt max.
Operating Temperature -30°C to 70°C
Storage Temperature -40°C to 95°C
« Permanent damage may occur if any of these limits are exceeded.
@ Dimension @ PCB Layout
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UNIT : mm

B Pattern [~ |Board TOLERANCE UNLESS

SPECIFIED : 0.1
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Ceramic Bandpass Filter 50Q ZBA-45C-1320BWS0B

@ Typical Performance Data at 25°C
« Insertion Loss, Ripple, Return Loss, Attenuation
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S11 LOG S dBAREF @ dE 1:-23.4228 dB 1 220.000 @80 MHz
CHZ 524 LOG 18 dB-REF A dB 1:-.827@8 dB

*
i CHA Mark ers
2:-25,852 dB
1,28008 GHz
3:-24.889 dB
6000 GHz

Ca
1.36

4116348 dB
2.56000 GHz

Si-.24450 dB
2.72000 GHz

CHZ Markers

2!-,99618 dB
1.28688 BHz

Ca

3-,98858 dB
1.35688 BHz

START 100.000 600 MHz STOP 2 600.600 @60 MHz
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