Ceramic Bandpass Filter 50Q ZBA-45C-840BWS0B

= Features
» ROHS Compliant
« High power rating

« High rejection

m Electrical Specifications

Parameter Frequency (MHz) Min. Typ. Max. Unit
Center frequency 840 - 840 - MHz
Bandwidth 80 800 - 880 MHz
Insertion Loss - 13 2.0 dB
Ripple 800 ~ 880 - 03 0.5 dB
Return Loss 15.0 17.0 - dB
520 60.0 70.0 - dB

1280 60.0 65.0 - dB

Attenuation 1360 ~ 1800 60.0 65.0 - dB

@ Maximum Ratings

Input Power Handling 3Watt max.
Operating Temperature -30°C to 70°C
Storage Temperature -40°C to 95°C

« Permanent damage may occur if any of these limits are exceeded.

@ Dimension @ PCB Layout
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Ceramic Bandpass Filter 50Q ZBA-45C-840BWS0B

@ Typical Performance Data at 25°C

« Insertion Loss, Ripple, Return Loss, Attenuation « Attenuation
28 Hov Z2HBS  BA1iS57i42 28 Hov 2888 B1:58:25
11 LoG 5 dB~/ REF @ dE 1:-26.693 dB 240,000 908 MHz CHI s11 LoG 5 dB/REF @ dE 1:-29,917 dB 840,005 @60 MHz
CH2 Ss21 LOG 18 dB~ REF @ dB 7EE1A8 dB CH2 s21 LOG 18 dB/REF @ dB 81@18 d
* *

i CHA Mark ers ES CHA Markers

2:-24.317 dBE 2:-2T7.629 dB
4 5 200,080 MHz 4 5 208,808 MHz
S 8490 MH=z= -21.186 dE o 840 = 3-22.167 dB
889,008 MHz 8260.808 MHz
4—-.13198 dB 4:-.28958 dB
S5z8.8886 MHz 1.36808 GHz
5:-.22150 dE S:-.13958 dB
1.28088 GHz 1.208608 GHz
Hld Hld
CHZ Markers CHZ Markers
Ca 2:-,98750 de Ca 2:-1.1877 dB
BAB.888 MHz B8008.888 MH=z
3-.87188 dB 3-.95598 dB
B80.886 MHz 8808.888 MH=z
4i-2@3.07E6 dE 4:=7a,068 dE
SZe.008 MHz 3 136008 GHz
S5i-63.1681 dB 5:-71.278 dB
1.2688868 GHz 1.888688 GH=z
Hld Hld
CENTER 248.060 386 MHz SPAN 1 980,808 @06 MHz START 340.088 008 MHz STOP 2 809.808 @08 MHz
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