Ceramic Bandpass Filter 50Q ZBA-48R-1037BW50D

= Features

» ROHS Compliant
« High power rating
« High rejection

m Electrical Specifications

Parameter Frequency (MHz) Min. Typ. Max. Unit

Center frequency 1037 - 1037 - MHz

Bandwidth 50 1012 - 1062 MHz
Insertion Loss - 45 5.0 dB
Ripple - 13 1.5 dB
Return Loss 1012 ~ 1062 15.0 16.0 - dB
Group Delay - 50.0 100.0 ns
Group Delay Variation - 20.0 50.0 ns
1000 10.0 12.0 - dBc

1074 10.0 12.0 - dBc

Attenuation 2500 50.0 65.0 - dBc

@ Maximum Ratings

Input Power Handling 3Watt max.
Operating Temperature -30°C to 70°C
Storage Temperature -40°C to 95°C

« Permanent damage may occur if any of these limits are exceeded.

@ Dimension @ PCB Layout

| 34 |

6.5 max.
‘ ‘ ‘ A

|
[ [ h’ / )
% i 2 2 R

= PART NO. e — ‘. HEEEERER =—
s Thl EEEEEEN
5 E R EEREERERER
3 2 ‘ ‘ - . . . | ]
P |
{’: Il Pattern [~ |Board ig&%%’g& j)N:ESS
= @774 GROUND
UNIT : mm
TOLERANCE UNLESS
7 SPECIFIED : £0.3
l s l . i . i . s
s = For product information and a complete list of distributors, please go to our website www.zenix08.com
Z.€NIX

address : (Heungdeok IT Valley Tower-2111) 13, Heungdeok 1-ro, Giheung-gu, Yongin-si, Gyeonggi-do, Republic of Korea 16954
RF& MICROWAVE TOTAL SOLUTION Tel : +82-31-8025-7100 Fax : +82-31-8025-7200



Ceramic Bandpass Filter 50Q ZBA-48R-1037BW50D

@ Typical Performance Data at 25°C

« Insertion Loss, Ripple, Return Loss, Attenuation « Attenuation
27 Jan ZA11 221108142 27 Jan 2811 22118159
S14 LoG 5 dB~/REF & dE 1:-21,567 dB 1 @37.080 660 MHz CHD s11 LOG 5 dBA REF @ dE 1: 8.80688 dE G066 266 MHz
CHZ S21 LOG 18 dB- REF 8 dB 1:-2.9616 dB CHZ 521 LOG 18 dB- REF 8 dB 1t 6.4868 dB
* *
CH1 Markers CH1 Markers
AREF=1
2:-25.632 dB 2:-4.8651 dB
1.81280 GHz —-25.8000 MHz
Fa 1. B3T GHe i -25.669 dB L 3t-4.1016 dB
4 1.86200 GHz 25.80008 MHz
41-3.5946 dB 48 17.973 dB
1.66860600 GHz —-37.0000 MHz
S5:-2.76@5 dB 5:18.867 dB
1.67480 GHz 37,6808 MHz
Hld Hld
CHZ Markers CHZ Markers
Ca 2:-4,1558 dB Ca 2:-1.1948 dB
1.81288 GHz —25.8888 MHz
3-3,9913 dB 3-1.8382 dB
1.86288 GHz 25.8888 MHz
4:-17,815 dE 4i=14.054 dB
1.686600 GHz —-37.8000 MHz
5i-17.937 dB 5i-14.976 dB
1.87 488 GHz 37.8888 MHz
Hld Hld
CENTER 1 @27.0680 @@ MHz SPAM 266.060 660 MHz CEMTER 1 837.006 008 MHz SPAN 200.000 606 MHZ
« Attenuation  Group Delay
27 Jan 2811 22:15:44 27 Jan 2814 22:41:39
A7 sz21 LOG 18 dBAREF 8 dB 1:-3.1468 dB 1 A37.A60 BAA MH=z CHZ sz21 DEL 588 ns/REF B = 1! 3B.746 ns 1 B37.088 686 MH=z
* *
31
CHZ Markers CHZ Markers
3 2:-23.154 dB 28 43,3608 ns
1,037 GHE 2.58608 GHz 1.037 GHF 1.81288 GHz
i-1.7 315 dB 3= 41.587 ns
2.80000 GHz 106200 GHz
g |
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z 3 g
Ca Cé
Hld Hld
START 2E7.080 688 MHz STOFP 2 SAR.A86 ARG MH= START 227.808 8356 MHz STOP 1 187.086 888 MH=
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