Ceramic Bandpass Filter

50Q

ZBA-64RL-392BW5B

m Electrical Specifications

= Features
» ROHS Compliant
« High power rating

« High rejection

Parameter Frequency (MHz) Min. Typ. Max. Unit
Center frequency 3925 - 392.5 - MHz
Bandwidth 5 390 - 395 MHz
Insertion Loss - 3.0 4.0 dB
Ripple 390 ~ 395 - 0.4 0.5 dB
Return Loss 15.0 17.0 - dB
230 25.0 27.0 - dB

385 13.0 16.0 - dB

Attenuation 876 65.0 70.0 - dB

@ Maximum Ratings

Input Power Handling

S5Watt max.

Operating Temperature

-30°C to 70°C

Storage Temperature

-40°C to 95°C

« Permanent damage may occur if any of these limits are exceeded.

@ Dimension

PART NO.
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UNIT : mm
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SPECIFIED : £0.1
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Ceramic Bandpass Filter 50Q

ZBA-64RL-392BW5B

@ Typical Performance Data at 25°C
« Insertion Loss, Ripple, Return Loss, Attenuation

3@ Jun 2O18  @9:56:06

S14 LOG 5 dB< REF @ dE 1:-28,467 dBE 392,500 @80 MHz
CHZ 521 LOB 18 dB-REF A dB 1i-2.4557 dB
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CENTER 292.560 606 MHz SPAN 100.008 660 MHz
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CH1 Markers

2:-26.535 dB
398,880 MHz

-ZE.563 dB
395.800 MHz

4i-1.41 67 dB
225,080 MHz

CHZ Markers
21-2.2014 dB
399.884 MHz
H-Z.7292 dB
395.884 MHz

« Attenuation
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LOG S5 dBAREF @ dE
LOG 18 dB/REF A dB

3@ Jun 2018 @9:54:24

1:-22.3284 dB 392.500 998 MHz
1:-2.6586 dB

CHL Mark ers

£ ok EWHZ

START 200.080 088 MHz

2:-27.291 dB
5 290,088 MHz

B-Z2.422 dB
295.080 MHz
4:-.A3380 dB
220,068 MHz

Si- 276848 dB
876,088 MHz

CHZ Mark ers

2:-32,0126 dB
398.888 MHz

33,2626 dB
395.888 MHz

4:-22,7EZ dB
230,088 MHZ
S5i-81.888 dB
876.888 MHz

STOP 1 066606 066 MHz
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