
Ceramic Bandpass Filter  50Ω ZBA-65RM-183BW5B

▣ Features

• ROHS Compliant

• High power rating

• High rejection

▣ Electrical Specifications

Min. Typ. Max. Unit

– 183 – MHz

180.5 – 185.5 MHz

– 2.5 3.0 dB

– 0.4 0.5 dB

15.0 16.0 – dB

– 200.0 250.0 ns

– 30.0 50.0 ns

60.0 35.0 – dB

30.0 32.0 – dB

30.0 32.0 – dB

60.0 61.0 – dB

55.0 60.0 – dB

• Permanent damage may occur if any of these limits are exceeded.

▣ Dimension ▣ PCB Layout
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▣ Maximum Ratings

Insertion Loss

Ripple

Group Delay

Group Delay Variation

180.5 ~ 185.5

Attenuation

Parameter Frequency (MHz)

Center frequency

1,5 1,5

11 11 5

32

50

3

4
13

14
14

30,8

5

UNIT : mm
TOLERANCE UNLESS
SPECIFIED : ±0.3
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BoardPattern
UNIT : mm
TOLERANCE UNLESS
SPECIFIED : ±0.1



Ceramic Bandpass Filter  50Ω ZBA-65RM-183BW5B

▣ Typical Performance Data at 25°C
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• Attenuation

• Attenuation• Insertion Loss, Ripple, Return Loss, Attenuation

• Group Delay Variation
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