Ceramic Bandpass Filter 50Q ZBA-86R-1700BW80B

= Features
» ROHS Compliant
« High power rating

« High rejection

m Electrical Specifications

Parameter Frequency (MHz) Min. Typ. Max. Unit
Center frequency 1700 - 1700 - MHz
Bandwidth 80 1660 - 1740 MHz
Insertion Loss - 1.8 2.0 dB
Ripple 1660 ~ 1740 - 0.4 0.5 dB
Return Loss 15.0 16.0 - dB
1620 28.0 29.0 - dBc
1780 26.0 27.0 - dBc
Attenuation - - - - -

@ Maximum Ratings

Input Power Handling 10Watt max.
Operating Temperature -30°C to 70°C
Storage Temperature -40°C to 95°C

« Permanent damage may occur if any of these limits are exceeded.

@ Dimension @ PCB Layout
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Ceramic Bandpass Filter 50Q ZBA-86R-1700BW80B

@ Typical Performance Data at 25°C

« Insertion Loss, Ripple, Return Loss, Attenuation « Attenuation
23 How 2812 15:i32:67 23 How 2812 15:132:26

CHi S11  LOG 5 dE/REF 8 dE 1:-37.E39 dE CHI §11  LOG 5 dE/REF @ dE 1: 8,660 dE

521 LOG 18 dB-REF B dB 1:-1.2158 dB 1 780.8806 BEA MHz s21 LOG 18 d8-REF B dB 1: B.BBAE dB 8.888 888 MHz

* *

1 CH1 Markers 1a CH1 Markers

2:-21,551 dB 2t LE.847 dE
LEEBED GHz -48,8886 MHz

- 320,228 dB Ly 317,411 dB
174880 GHz 48,8088 MHz
-.80228 dB 4: 36.836 4B
1EZ6EG GHz -g6,6888 MHz
Si-.43758 dE St 37,201 dE
178680 GHz 20,8688 HHz

Hld H1d
CHZ Markers CHZ2 Nér‘ker‘s

[ 2-1.6313 dE Ca 2-,41628 dE
1.66888 GHz -48.8888 MHz
3-1.6881 dB 3t-,39318 dE
1.74808 GHz 468.8888 MHz
4:-30,155 dE 43-28,941 dE
LEZ6ED BHz - BB Egae MHz
Si-29.877 dB Si-27.862 dE
1.788088 GHz 868.8888 MHz

Hld Hld

CENTER 1 708800 008 MHz SFAN S08.008 5@ MHz CENTER L 780,808 088 MHz SFAN SO0.808 680 MHz
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