LC Bandpass Filter 50Q ZLB-187.5LHNSOFC

= Features
* ROHS Compliant
« High power rating

« High rejection

= Electrical Specifications

Parameter Frequency (MHz) Min. Typ. Max. Unit

Center frequency 187.5 - 187.5 - MHz

1dB Bandwidth 80.0 147.5 - 227.5 MHz
Insertion Loss (Fc) - 15 2.0 dB
Ripple - 1.2 1.5 dB
Return Loss 1475 ~ 2275 12.5 15.0 - dB
Group Delay - - 50 ns
Group Delay Variation - - 30 ns
125 40.0 - - dBc

250 30.0 - - dBc

Attenuation - - - - dBc

- - - - dBc

- - - - dBc

@ Maximum Ratings

Input Power Handling 3Watt max.
Operating Temperature -30°C to 70°C
Storage Temperature -40°C to 95°C

« Permanent damage may occur if any of these limits are exceeded.
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LC Bandpass Filter 50Q

ZLB-187.5LHN8OFC

@ Typical Performance Data at 25°C

« Insertion Loss , Return Loss , Attenuation , Ripple
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MIR 511 Log Mag 5.000dE/ Ref 0.000d8 [F2]
Trz 321 Log Mag 10,000/ Ref 0.000dE [F2]
Tri 527 Log Mag 50000/ Ref 0.000d8 [F2]
5,000
| J Marker 2
0,000 I
J Marker 3
-5.000
a0t J Marker 4
18750000 MHz -25.274 dB
147, 50000 WHz -21.060 dB e
15,00 22150000 WMz 15,915 o Mare Markers |
128,00000 Wz -0.527% dB
00000 WMz -0.6561 dE
-20.00
R & Ref Marker
-18.216 ga
-25.00 16261 8 Clear Marker |
Menu
3.0 118750000 HHz -1.15M
7 147.50000 Wz -1, = A Matker -
3 227.50000 WHz -2.456% dF Ref Miarker
s g
' 2 Ref Marker Mode
mean: -1,4051 dB OFF
-40.00 sudev: 0.2961 dB
ppr 1.3129 de
Retum
~45.00 i
11 Center 1875 MHz TFEW 70 ke Span 300 MH: [

« Group Delay
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» 1dB Bandwidth
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