LC Bandpass Filter 50Q ZLB-247BW60DB

= Features
* ROHS Compliant
« High power rating

« High rejection

= Electrical Specifications

Parameter Frequency (MHz) Min. Typ. Max. Unit
Center frequency 247 - 247 - MHz
Bandwidth 60 217 - 277 MHz
Insertion Loss - 1.5 2.0 dB
Ripple - 03 0.5 dB
Return Loss 217 ~ 277 16.0 18.0 - dB
Group Delay - - - ns
Group Delay Variation - - - ns
167 30.0 - - dB
337 30.0 - - dB
Attenuation 1000~2000 60.0 - - dB
- - - - dB
- - - - dB

@ Maximum Ratings

Input Power Handling 3Watt max.
Operating Temperature -30°C to 70°C
Storage Temperature -40°C to 95°C

» Permanent damage may occur if any of these limits are exceeded.

@ Dimension = PCB Layout

254 6,7 max.
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LC Bandpass Filter 50Q ZLB-247BW60DB

@ Typical Performance Data at 25°C

« Insertion Loss , Return Loss , Ripple , Attenuation « Ripple
ERD s11  Log 3 dB/REF B dB 1:-28.162 dB 247,880 686 HHz CHO s11  LOG 5 dB/REF @ dB 1:-38,520 dE 247,000 884 MHz
CHZ 521 LOG 18 dB/REF 8 dB 1i-,98026 dB tHz $71  LOG 16 dB/REF @ dB 1:-,99598 dB
3
¥ Ll O
PR \17 CH1 Markers BRI ‘g’ CH1 Markers
ki Z-48,297 dB i 2-,12780 dB
7 217,006 MHz qg\@_ %_ '% 188000 GHz
G 247 MHz 327,028 dB Ca PA MHz 317450 dB
277,006 MHz 2.69090 GHz
4:-,.22096 dB 41-23138 dB
167,508 HHz 167,600 MHz
524776 dB 5i-.24288 dB
337,006 MHz 337,000 MHz
Hld Hld
FRm FRm
CH2 Markers CHZ Markers
Ch 21,8587 dB Ca 2i-76.B51 dB
217,806 HHz 188090 GHz
21,2339 dB #-71.598 dB
277,008 HHz 2,69000 GHz
4:-37.664 dB 4i-37,621 dB
167,606 MHz 167,608 MHz
5i-33.465 dB 5:-33,297 dB
37,006 MHz 337,000 Hz
Hld Hld
CFNTFR 247.AAA AAA MH7 SPAN 4AA.ARR AARA MH= START 47.ARA AAR MH= STNP 7 ARA.ARR AAA MH7
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